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ENGINE OIL

BOBCAT CI-4 ENGINE POWER 
10W-30 For use in older engines requiring API CI-4 or ACEA E7 or 

lower specifi cation. Not to be used for modern engines fi tted 
with emission control systems requiring API CK-4 / ACEA E9.

6987789A 6987789B 6987789C 6987789D

BOBCAT CI-4 ENGINE POWER 
15W-40 6987790A 6987790B 6987790C 6987790D

BOBCAT CK-4 ULTRA ENGINE 
POWER 10W-30 For use in modern low-emission engines requiring 

API CK-4 or ACEA E9. Retro-compatible with lower 
specifi cation engines.

7341377A 7341377B 7341377C 7341377D

BOBCAT CK-4 ULTRA ENGINE 
POWER 15W-40 7395725A 7395725B 7395725C 7395725D

HYDRAULIC / 
HYDROSTATIC

Bobcat Superior SH Hydraulic 
/ Hydrostatic

Formulated to provide optimum fl ow at subzero 
temperatures yet maintain excellent stability and protection 
at high temperature. The only fl uid fulfi lling Bobcat most 
stringent requirements.

6987791A 6987791B 6987791C 6987791D

COOLANT/
ANTIFREEZE

Bobcat PG Coolant PreMix 
−36 °C

Pre-mixed Propylene Glycol coolant designed and 
recommended for Bobcat equipment. Provides freeze 
protection down to –36 °C. Do not mix with EG coolant.

6987793A 6987793B 6987793C 6987793D

Bobcat EG Coolant PreMix 
−36 °C

Pre-mixed Ethylene Glycol coolant designed and 
recommended for Bobcat equipment. Provides freeze 
protection down to –36 °C. Do not mix with PG coolant. 

6987804A – – –

TL
S AXLE / 

TRANSMISSION

Bobcat Axle/Transmission 
Oil GL-4 

Axle/transmission fl uid designed and recommended for 
Bobcat machines requiring API GL-4 specifi cation.

6987794A 6987794B 6987794C –

Bobcat Axle GL-5 LS SAE 
85W/90 

High performance Limited Slip Axle lubricant designed and 
recommended for Bobcat machines requiring API GL-5 
specifi cation.

6987805A 6987805B 6987805C –

CT
L TRAVEL

MOTOR

For older design – MCRF type Synthetic 20W-50 lubricant for older MCRF type travel motor. 4× 250 ml 6987797

For newer design for T450, 
T590, T650, T66 and T76 Specifi c Oil Travel Motor for Bobcat newer travel motor 

design. 

0.36 l / 12 oz 7270874

For newer design for T770 
and T870

0.52 l / 17.5 oz 7270875

GR
EA

SE

400 g

Bobcat Multi-Purpose Grease

• High performance lithium grease for wet conditions and moderate loads.
• Excellent rust and corrosion protection for prolonged equipment life.
• High temperature performance with long grease life and reduced 

maintenance potential.

6987888
(box of 24)

18 kg 6987891

50 kg 7031377

400 g Bobcat Supreme HD Grease

• Extra high-performance lithium grease with extreme pressure additives 
especially suitable for axles, rings and bearings.

• Superb adhesion, structural stability and water wash out resistance for 
reduced leakage and extended re-lubrication.

• Excellent protection in wet conditions and under heavy loads.

6987889
(box of 24)

GENUINE BOBCAT LUBRICANTS 
REFERENCE GUIDE

Bobcat’s range of genuine lubricants and greases, combining high performance, long 
life and durability, are made from the fi nest base oils and specifi c additives to provide 
outstanding level of protection to your Bobcat equipment and the same quality as 
original factory fi ll. 

WHEN YOU DEPEND ON PERFORMANCE AND RELIABILITY, COUNT ON BOBCAT 
GENUINE LUBRICANTS TO DELIVER SUPERIOR RESULTS IN ALL JOB CONDITIONS.

Doosan Bobcat EMEA, U Kodetky 1810, 263 12 Dobříš, Czech Republic

*Financing options may vary by country and dealer. Always ask your dealer about currently available 
fi nancing options. Terms and conditions may apply.

Bobcat is a Doosan Company.
Doosan is a global leader in construction equipment, power & water solutions, engines, and 
engineering, proudly serving customers and communities for more than a century. | Bobcat and the 
Bobcat logo are registered trademarks of Bobcat Company in the United States and various other 
countries.
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If you’re looking for more information, visit

WWW.BOBCAT.COM 


